NIVELES / LEVEL

INDICADOR DE NIVEL POR REFLEXION PN-64
REFLEX STEEL LEVEL GAUGE NP-64

BUREAU VERITAS
Certification

v A LV E S E A L UTILIZACION / APPLICATION :
Medidor de nivel con vidrio de reflexién para indicacidon visual de nivel de liquido en un tanque.

valves & sealing solutions

RSLG level gauge with reflection glass is intended for the immediate visual indication of a level of liquid in a tank.

TF'RS LG'64 CARACTERISTICAS GENERALES / GENERAL CHARACTERISTICS :
El principio de funcionamiento se basa en la reflexion de la luz a traves de un prisma.
| La construccion estandar es en acero carbono, se adapta perfectamente a la medicidn de nivel de calderas de
11 vapor hasta 34 bar, esta equipado con un vidrio de borosilicato segin norma DIN 7081 tipo A.

El indicador debe estar conectado por dos valvulas de aislamiento, la conexidn es mediante espigas de 16 mm
que permiten el ajuste entre centros.
i The working principe is based on the diffraction of the light through a prism. In pactice, for the user the liquid
part will appear sinks there and the brilliant aseous part. Of carbon steel standard construction, the level
gauge suits perfectly for the level indication on steam boilers until 34 bar. It is equipped with one borosilicate
glass following DIN 7081 standard type A. The level gauge RSLG must be linked by two isolation valves.
The connection of the valve is made throught smoother pipes @ 16 mm allowing an adjustment of the center
distance.

@ NORMATIVAS / STANDARDS :

PED 97/23 / Pressure equipment directive 97/23 : EXCLUIDO / Excluded
- Dimensiones del cristal / Dimensions of the glass: DIN 7081

Material acero EN 1503-1 / Steel materials EN 1503-1

% CONEXION / CONNECTION
(€ Espigas 16 mm long. 60 mm. / Smoots nipplesw @ 16 mm. Length 60 mm.

CONDICIONES DE SERVICIO / WORKING CONDITIONS :

Méxima presién / Maximum Pressure PS : 64 bar to 202C

The specifications of the presented products are open to modifications without previous advice.

IVIATERIALES / CONSTRUCTION : Uso con vapor saturado / Use on saturated steam : 34 bar to 243°C
Ne ITEM Material Temperatura méaxima del Fluido / Maximum allowed Temperature TS : 243°C with borosilicate glass
Material Temperatura méaxima del Fluido con laminas de Mica / Maximum allowed Temperature TS : 280°C with Mica
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